MEDCO/2544/2021
TECHNICAL SPECIFICATION FOR LV METAL PARTS AL., HV. METAL PARTS AL., HV. METAL PARTS BRASS & L.V. METAL PARTS BRASS
L.T. Bushing Rod for 25-100 KVA Transformer :-

· L.T. Bushing Rod made of Aluminum thickness of size 12mmx205mm, Aluminium Metal (as per 3347, Part-I/Section-2) made of EC Grade Rod as per Hindalco, Balco, Nalco. Threading size both sides 45 mm & End side: 65 mm, with 2Alu. Nut-Thickness 10 mm & 3 Nut- thicknes-6 mm-1Pc Top End washer (Alu), I Pc stem washer (Alu.), 1 Pc Alu. Collar Nutt, 1Pc Oil Seal. 

L.T.Bushing Rod for 250-400 KVA Transformer :-

· L.T. Bushing Rod made of brass in the size 20x260 for 250-400 KVA Transformer. 

· Brass LT Rod-20 MM-Both side threading size 53 MM & End Size:96 MM with Brass 2 Full Nutt, 3 Half Nutt, 1 Pc Brass Bush, 1 Pc Brass Collar, 1 Pc Brass washer, 1 Pc Oil Seal & other Accessories as per IS-3347.

 L.T. Bushing Rod for 630 KVA Transformer :-

· L.T. Bushing Rod made of brass of size 30x290 for 630 KVA Transformer.

· Brass LT Rod 30 MM-Both side Threading 75 MM & End side 100 MM with Brass 2 Full Nutt, 3 Half Nutt, 1 Pc Brass Bush, 1 Pc Collar Nutt, 1 Pc Brass Washer, 1 Pc oil Seal and other Accessories as per IS-3347

H.V. Bushing Rod for 25-100 KVA Transformer :-

· HT bushing Rod made of Aluminium of size 12x135 for 25 KVA to 100 KVA Transformer. 

· Aluminum HV Rod 12x135 with 2 Pc Al. full Nutt- thickness -10 MM, 3 Pc Al. Half                             Nutt- thickness -6 MM, 1 Pc Al. Cap, 1 Pc sealing washer & 1 Pc MS Pin. 
 HV Bushing Rod for 100-1000 KVA Transformers:-
· HT Bushing Rod made of Brass of size 12x135 for 100 KVA to 1000 KVA Transformers. 

· Brass HV rod 12x135 with 1 Pc full Nutt, 2 Pc Half Nutt, 1 Pc Brass Cap, 1 Pc Sealing washer and other Accessories as per IS-3347
L.T. Bushing Rod for 1000 KVA Transformers:-
· L.T. Bushing Rod made of brass of size 350x42 mm for 1000 KVA Transformer.
· Brass LT Rod 42 MM-Both side Threading and other Accessories as per IS-3347.

























