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MEDCO/2675/2022
PRE QUALIFYING CONDITIONS FOR SUPPLY OF METER
Tender's meeting the following conditions only will be considered.

1.
QUALIFICATION OF TENDERES:

(a) The tenderers shall either themselves be manufacturers of the equipment offered.

(b) Relevant documents in support of the above must be furnished along with undertaking of the manufacturers. If these documents are not furnished alongwith the tenders, the offer will be liable to be rejected summarily.

(c) Turnover of Rs. 50.0 Crore per year for best of last three financial years out of last Five years. The audited Balance Sheet/CA’s certificate with UDIN number shall be enclosed in support of above, failing which the bid shall not be considered.
(d) The Bidder must possess bureau of Indian Standard Certification (ISI mark) for meter manufactured in India and should be original manufacturer of three phase whole current fully static energy meter with LCD display & optical communication port. Also, should have minimum experience of five years of supply and manufacturing for static meters up to end of the last financial year.

(e) The Bidder must possess valid ISO 9001:2008 certification for meter manufacturing, ISO 27001:2005 for information security management system, ISO 14001:2004 for environment management system and 18001:2007 (OHSAS) for Occupational Health & Safety Management (H&S).

(f) The bidder should have CMMI level 3 certification. Certificate for the same shall be enclosed with the bid.

(g) Bidder should have certification of IS: 15959 with single/dual port (as per the specification) from the certified test laboratories. Type test report of the same shall be enclosed with the bid.

2.
(a)
OPERATIONAL EXPERIENCES:


Offered equipment should have given three years proven trouble free operational service in tropical climate. However, in case of equipment being manufactured in India under valid FOREIGN COLLABORATION, operating experience in tropical climate of offered collaborator’s equipment shall also be acceptable provided copy of valid collaboration agreement for the equipment offered is submitted with the tender. Further, in case of offer of imported equipment, the three years operating experience will be considered in respect of those areas only which are similar to the tropical condition prevailing in India.


(b)
Manufacturing experience: The indigenous manufacturers or their foreign collaborator must have manufactured and supplied at least 20% of the specified quantities of each item of identical or similar equipment to the Govt. power utility in India. The Bidder must have manufactured and supplied minimum quantity of One Lacs, Three phase four wire 10-60AMP fully static energy meter with LCD display & optical communication port in last three financial years, out of which at least 10 Thousand, three phase whole current fully static energy meter with LCD display & optical communication port should have been supplied by the bidder in each of the last three consecutive years. Documentary evidence shall be provided along with the bid such as Supply details, P.O. Copies, etc.
3.
Testing Facilities:
The tenderer must have all necessary facilities at their works for carrying out such routine and acceptance tests as prescribed in the relevant ISS and any other routine and acceptance test as specified in the specification. Documentary evidence (Valid Calibration Certificate) of existence of such facilities will be filed alongwith the tender. The Bidder must have NABL accredited laboratory and in operation for last three years.
4.
Type Test:

(A)
For indigenous bids or fully imported bids:



The offered equipment must have been fully type tested as per relevant ISS and/or any other specified international standards during the last 5-year period to be reckoned from the date of opening of tender. Photocopy of such type test reports/certificates must be submitted along with tender bid. The type test certificates of proto type manufactured and tested by foreign collaborators of the tenderer at their works shall not be acceptable for indigenously manufactured equipment.


(B) For indigenous bids under valid foreign collaboration.



(i)
The offered indigenously manufactured or collaborators manufactured equipment should have been type tested and report submitted with the tender.



(ii)
The collaborator's equipment shall have three years operating experience under tropical climate.

5.0
For those indigenous manufacturers who have neither manufactured 20% quantity, indigenously and nor got their equipment type tested but are qualifying because of his foreign collaborator's manufacturing experience and type testing, the maintenance period shall be 66 months from the date of receipt of material at site or 60 months from the date of commissioning.

6.0
Purchaser at his discretion may consider to award trial order of small quantity to those bidders who have proven design and meet the requirements of clause 1.0, 3.0 and 4.0(A). Such suppliers shall continue to be eligible for trial orders under this clause till their equipment has given three years trouble free operational service.

7.0
The bidder shall furnish details of meters with specification, supplied by them in Govt./Power sector utilities,  during the previous five years & rate of failure of supplied meters.

8.0
DATE OF CONSIDERATION:


The above cited experience and manufactured quantities shall be counted as on the date of opening of the tender.


All statements and claims should be duly supported by authenticated copies of documents without which the tender is liable to be rejected summarily.

9.0 
SAMPLE METERS:


Bidders are required to submit three no sample meters with one no meter Box & seals with the offer which shall be tested at one of the test lab of UPPCL/MVVNL/any Discom of UPPCL. Date of testing will be informed to all bidders. Engineer of the bidder shall come with BCS and CMRI so that tamper information with date & time, load survey and meter readings could be downloaded by CMRI and printout could be taken to verify the internal features also.

                           OR

Meter samples can be tested in any of the following test Laboratories in the presence of    UPPCL/Discom authorized representative and Firm representative on the cost of suppliers 

(i) E.R.T.L. (N), New Delhi.

(ii) E.R.T.L.(W), Mumbai

(iii) E.R.T.L. (E), Kolkata

(iv) E.R.T.L. (S), Thiruvanantpuram 

(v) Electrical Research and Development Association (ERDA), Vadodara

(vi) CPRI, BANGLORE/ Bhopal

However place of sample testing will be at the discretion of UPPCL/MVVNL.

Part-2 (Price) shall be opened only of those suppliers whose Meter samples are found in order.
