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GUARANTEED TECHNICAL PARTICULARS FOR OIL IMMERSED OUTDOOR COMBINED CT/PT METERING UNIT FOR 33KV/110-/1A 
	Sl. No.
	Name of manufacturer
	
	

	1
	Origin
	
	

	2
	Type oil immersed type
	
	

	3
	Potential transformer
	
	

	(i)
	Voltage ratio
	
	

	(ii)
	Rated burden
	
	

	(iii)
	Accuracy class
	
	

	(iv)
	Rated Voltage factor 
	
	

	(v)
	Frequency
	
	

	(vi)
	System condition
	
	

	 (vii)
	No. of phases
	
	

	(viii) 
	Maximum temp Rise over ambient temp. (which may be taken as 450 C)
	
	

	(xix)
	Maximum ratio error
	
	

	(x)
	Maximum phase angle error
	
	

	(xi)
	Winding connection
	
	

	(xii)
	Insulation level
	
	

	(a)
	Impulse with stand voltage 
	
	

	(b)
	One minutes power frequency with stand voltage on primary side 
	
	

	(c)
	One minutes power frequency with stand voltage on secondary side
	
	

	(xiii)
	PT should be fully insulated (enclosed test result)
	
	

	(xiv)
	PT should be 3 phase
	
	

	(xv)
	Total weight of PT
	
	

	(a)
	Weight of core
	
	

	(b)
	Weight of winding
	
	

	I)
	Primary winding
	
	

	2)
	Secondary winding
	
	

	(xvi)
	Resistance of wdg. Per phase at 750C for HT and LT separately 
	
	

	(xvii)
	Whether PT of offered design have been type tested during past three years from the date of opening the tender
	
	

	(xviii)
	If yes please mention when and where type tested
	
	

	(xix)
	The core of the PT should not be screened and there shall be no fourth wire arrangement 
	
	

	4
	Current transformer
	
	

	(i)
	Burden per phase VA
	
	

	(ii)
	Class of accuracy
	
	

	(iii)
	Frequency
	
	

	(iv)
	Voltage class
	
	

	(v)
	Insulation level
	
	

	(a)
	Impulse withstand voltage
	
	

	(b)
	One minutes power frequency withstand voltage on primary side
	
	

	(c)
	One minutes power frequency withstand voltage on secondary side
	
	

	(vi)
	Rated continuous thermal current
	
	

	(vii)
	Rated secondary current
	
	

	(viii)
	Short time current rating
	
	

	(ix)
	Rated dynamic current (peak)
	
	

	(x)
	Instrument security factor
	
	

	(xi)
	Maximum ratio error
	
	

	(xii)
	Maximum phase error
	
	

	(xiii)
	Maximum temp Rise over ambient temp. (which may be taken as 450C)
	
	

	(xiv)
	Total weight of CT
	
	

	(xv)
	Over all dimension
	
	

	(a)
	Length
	
	

	(b)
	Width
	
	

	(c)
	Height
	
	

	(xvi)
	Secondary winding resistance
	
	

	5
	Dimension of tank
	
	

	(a)
	Length
	
	

	(b)
	Width
	
	

	(c)
	Height
	
	

	(d)
	Thickness of tank plates (top, bottom, sides and cover)
	
	

	6
	Weight of core and winding
	
	

	(a)
	Weight of core
	
	

	(b)
	Weight of winding
	
	

	1)
	Primary winding
	
	

	2)
	Secondary winding
	
	

	7
	Total weight of CT/PT set and weight of oil 
	
	

	8
	Clearance 
	
	

	(a)
	Phase to Phase
	
	

	(b)
	Shortest distance between live metal part and earth
	
	

	(c)
	Clearance between HT to earth
	
	

	9
	Maximum winding temp. (Ambient air temp shall be taken as 450C) should be as per ISS
	
	

	10
	Other parameters of Technical Specification (Bidders have to specify)
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